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SEE NOTE 2

SAND BARRELS

FIXED

FOR ILLUSTRATION ONLY

ACTUAL DESIGNS WILL BE SITE SPECIFIC
SEE NOTE 3
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EDGE OF LANE

36//
MIN
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OBJECT

TRAFFIC

SHOULDER

5 MIN

LANE

OFFSET

NOTES:

1.

PAVE PAD WITH HOT MIX ASPHALT OR PORTLAND
CEMENT CONCRETE.

MARK BARREL POSITION AND THE REQUIRED SAND WEIGHT
FOR EACH BARREL POSITION ON THE PAVED SURFACE.
USE FLUORESCENT ORANGE FOR THIS MARKING.

USE ENERGITE III SYSTEMS MANUAL TO GET REQUIRED
DESIGN CRITERIA. MANUAL AVAILABLE FROM THE
DIVISION OF TRAFFIC AND SAFETY.

INSTALL REQUIRED MARKING AS PER STD DWG CC 1

‘\\\AfFIXED OBJECT

VARIES 7' — 6" (2 BARRELS WIDE)
11" (3 BARRELS WIDE)

ADD 40 INCHES TGO PAD WIDTH
FOR EACH ADDITIONAL BARREL

MAX SLOPE 20:1

4" PAVED SURFACE
(SEE NOTE 1)
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